CLASSIC MENU MAP
MidNite Solar Inc.

Classic Menu Items

Status, Charge, Mode, Aux, Misc, Logs, Tweaks, Temps and Net

10f4

STATUS MENU CHARGE MENU
—— Main Status One - KWH —— Volts
‘ IN - Voltage/Watts EQ - Volts
—— BATT - Voltage/Amps L Absorb - Volts
— Main Status Two - Ahr L Float - Volts
‘ IN - Voltage/Watts L ChgTime
- BT = g —— Absorption and EQ Times
— Main Status Three - VOC/Voltage/Amps | ® Flsaesiten B9 Aami ey
‘ IN - Voltage/Amps .
— BATT - Voltage/Amps Hours/ Mlnutes .
L oisemg Jurter S — ® Absorption EQ Float Timer
Amps +/- Minutes /Sec
Deg C —— T-Comp
Remaining AH Comp-Mv/Degee C/
E— @ Life Time Ah Display —— EQ Comp -Mv/Degree C/ YES/NO
| AH +/- — ® Temp Comp Set Point Voltage
— AH Remaining —— EQ
— AH Total (S EQ Start and Stop
— ® Battery SOC Setup |: ®) - Auto EQ Setup
— Battery Ahr Capacity ® - Auto EQ Counter
— Efficiency % I: Interval
— ® Battery Capacity Temp Comp Retry
Cei —
. Ending Amps
— Short Term History
Power @ Clasc/Shunt
Watts —— Rebulk
L s — Skip Days
Log L Limits
L Moon Scope Output Amps
Vin — Input Amps
— V Battery —— Min T-Comp - Volts
—— About Classic —— Max T-Comp - Volts
Classic Model - Battery Nominal V I ® Hi Batt Temp C
—— MNGP Firmware
Classic Firmware
Classic Serial Number Left Soft Key
\ .
® Symbolizes pushing the Right Soft Key [a ] A Ca] Right Soft Key
O Symbolizes pushing the Left Soft Key <] D Directional Arrow Keys
ENTER
WARNING ! The Classic's USB port is NOT isolated from battery
negative. This is typically only an issue on positive ground systems or O N O CLASSICKEY PAD
systems with a tripped ground fault protection device. Care must be STATUS MAIN

MENU

taken that a computer connected to the Classic's USB port is either
isolated from ground and the Classic's negative or that the computer's
USB negative is common with the Classic's negative and ground.
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AUX 1 MENU
—— Manual Off/On
‘—|—_SOC % Low
®) — Low %
—EHigh %
®—|: Delay
Hold
‘—l—_SOC % High
®) — Low %
—EHigh %
®—|: Delay
Hold
[—— GFP Trip High
‘ Vent Fan Low
_l_— ®Vo|ts
‘ Vent Fan High
®Vo|ts
[—— Float Low
—— Float High
—— Clipper Control
|—— Day Light
[—— Nite Light
—— Toggle Test
—— PVVOn Low
|—®— Low
L— High
l—®—De|ay
L—Hold
—— PVV On High
—Low
L— High
I—@)—Delay
L—Hold
[—— Waste Not Low
I—(FD—V Low
L—v High
|—CR)—DeIay
L —Hold
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MODE MENU

ON/OFF
Function
Hydro

Solar

Minutes/Twiddle Dither/Manual
MPPV V

MPPV

MinV

Depth % W

L ® Interval Minutes

Legacy P

-®

&0

L

Interval Minutes
Depth % Watts

Wind Track

-®

Dynamic

Graph
®— Volts/Amps
@— MNGP Memory Curves

L ® Interval Minutes
U-Set- VOC%

-®

PV VOC%
Interval Minutes

L

® Symbolizes pushing the Right Soft Key

CONTINUED FROM

AUX 1

Waste Not High
L ®-vLow
L— v High
|—®— Delay
L— Hold

Low Bat Disconnect

I—®— V Low
L— v High

— Diversion

L ®-vLow
L— v High

|—® — Delay
L— Hold

© Symbolizes pushing the Left Soft Key
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Continued from previous page.

AUX 2 MENU

Manual Off/On
Whiz Bang Jr
— Force Float In

— Logic Input 2
— Logic Input 1
— Float Low

— Float High

—— Day Light

— Nite Light

—— Clipper Control

L ® Volts

Width Volt

—— PVVonLow
L ®—|:Volts
Width

PVV on High

L ®—|:Volts

Width

— Toggle Test
— Waste Not Low
L ® Volts
—[Width
— Waste Not High
L ®—|:Volts
Width
— Diversion Low

L ®—|:Volts

Width

—— Diversion Hi

L ®—|:Volts

Width

AUX 2 AC/DC

® Max Voltage

® Symbolizes pushing the Right Soft Key

© Symbolizes pushing the Left Soft Key
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MISC MENU
— LED

IEEERN

— Audio

—— Comm

Comm Test
LED 1
Blinky

Rick Mode
OFF

Backlight
Adjust Backlight
Contrast
Adjust Contrast
Volume
Adjust Volume
Play
Extras
L Password MNGP Restore

Chatty Cathy
® Advanced: Status Errors
L ® Quiet/Wakeup/Sleep
Verbose
- ® Advanced: Status Errors
L ® Quiet/Wakeup/Sleep
Warnings
I ® Advanced: Status Errors
|—® Quiet/Wakeup/Sleep
Errors
- ® Advanced Status Errors
L ® Quiet/Wakeup/Sleep
Rick Mode
L ® Advanced: Status Errors
L ® Quiet/Wakeup/Sleep
OFF
- ® Advanced: Status Errors
L ® Quiet/Wakeup/Sleep

MNGP Address
USB Mode MB
Port

L ® Phone Jack Routing

Time
Date

Backlite Long
Backlite Short
OFF
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TEMPS MENU
L FETS
NET MENU
Mode: STATIC/DHCP
IP:X.X.X.X.
SNEX XXX
L ® — GW: XXXX.
-‘: D1: X X.X.X.
— MM: X X.X.X.
L® Web Access:
ENABLED/DISABLED
MA: X.X.X.X.
DI: X.X.X.X.
TWEAKS MENU
—— Battery Offset
— Vpv Offset

— ([R) —— Arc-Fault ON/OFF
Ground-Fault ON/OFF
LMX ON/OFF
Bulk - Force Up Arrow
Float - Force Up Arrow
L ®) - A-RST ON/OFF
—E A-EQ-R
DvrtCnt ON/OFF
L ® - Insomina ON/OFF
Nite Log ON/OFF
Shade ON/OFF
TMSYNC ON/OFF
L ® - Follow Me ON/OFF
BTS-NET Master/Follow
PSWD ON/OFF
Time Sync ON/OFF
L ® ARc FauLT
Mode
Time

Senstvy

LOGS MENU
— History
— Lifetime KW-H
— Lifetime A-H
— Float Time Today
— @ Daily History
— HiFETT
L ® Graph
— Hi Power
L ® Graph
— Float Time
L— ® Graph
— Kw Hours
L— ® Graph
— HiVBatt
L— ® Graph
— HiVpv

L ® Graph
— ® Hourly

— POWER

L ® Graph
— Kw Hours

L ® Graph
— Amps Out

L ® Graph
— STAGE
L ® Graph
— V Batt
L ® Graph
— VIN
L ® Graph
— POWER
L ® Graph

® Symbolizes pushing the Right Soft Key
© Symbolizes pushing the Left Soft Key

www.midnitesolar.com

17722 - 67th Ave NE Arlington, WA 98223 PH. 360-403-7207 Fax 360-691-6862




