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Kupplungsstecker MC4
PV-KST4...-UR
Kupplungsbuchse MC4
PV-KBT4....UR
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Kontakte auf Rollen 1r

izur halbautomatischen Weiterverarbeitung)

Contacts mounted on reels 1,

{for semi-automatic processing)

Contacts livr6es en bandes r)

(pour des conf ections sem!automatisees)

U L-Recognized
File No. E 181720

Technische Daten

Advanced Contact Technology

Male cable coupler MC4
PV-KST4,,.-UR
Female cable coupler MC4
PV-K8T4...-UR

PV.KST4...-UR PV.KBT4...-UR

t) Beel type subject to aiierations
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i Multi-Contact
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Raccord mAle MC4
PV.KST4....UR
Raccord femelle MC4
PV-K8T4,..-UR
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Bemessungsstrom 1 74 (1 ,5mm2), 22,5A 12,5mm2: 14AWG)
Rated current 30A (4pp;pz, 6mm2; 12AWG)
lntensite assign6e 43A 110mmr)

Bemessungsspan n u ng
Rated voltale looov {lEc/CEI)

Tension assigne" 6oov (UL)

Prufspann ung
Test voltage 6kV (50H2, lmin.i
Tension de test

Uberspannungskat.A/erschmutzungsgrad
Overvoltage category/Pollution degree CAfl V2
Categorie de surtension/Deg16 de pollution

Kontaktwiderstand der Steckverbinder
Contact resistance of plug connectors 0,5mC)
R6sistance de contact des connecteurs

Kontaktmaterial Kupfer, verzinnt
Contact material copper, tin plated
Mat6riau conducteur cuivre, 6tam6

lsolationsmaterial
lnsulation material PC / PA
Mat6riau isolant

Kontaktsystem MC Kontaktlamellen
Contact system MC Multilam
Systdme de contact Contact d lamelles MC

Garact6ristiques techniques

Verriegelungssysterr
Locking system Snap-in
Systeme de veilouillage

Schutzart, gesteckt
Degree of protection, mated lp67
Deg16 de protection, connect6

Schutzart, ungesteckt
Degree of protection, unmated lp2x.
Degre de protection, d6connect6

Schutzklasse
Safety class ll
Classe de protection

Flammklasse
Flame class UL94-V0
Classe d'inf lammabilite

Kabelzugentlastung gemdss
Cable strain relief according to DIN V VDE 0126-3
R6tentton du c6ble selon

Umgebungstemperaturbereich
Ambient temperature range
Plage de temp6rature ambtante max.

-40"C...+90'C (lEC/CEl)
-40"C.. +75'C (UL)

Obere Grenztemperaiur
Upper limiting temperature 105.C (lEC/CEl)
Limite de temp6rature sup6rieure

1) Roilcntyp vorbehalten 'r Type du rouleau sous r6serve
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