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Series 200 Residential Ground Mount System

The SnapNrack Series 200 Ground Mount System is an efficient and visually 
appealing designed for small to medium size ground mount projects.  The system 
attaches easily to a standard schedule 40 or 80 galvanized 1.5” pipe structure 
with “Snap-In” bonding pipe clamps and configures easily to a desired tilt (0-
45 degrees). Using a standard three to four-module high assembly, the system is 
flexible while optimizing materials and minimizing the system footprint.  SnapNrack 
Series 200 system has been evaluated by Underwriters Laboratories (UL) and listed 
to UL Standard 2703 for Grounding/Bonding.  
 

ò Assembles easily using snap-in bonding pipe 
clamps that feature channel nuts with integrated 
bonding pins

ò  Integrates with Schedule 40 or 80 galvanized 
1.5” pipe

ò Configures easily to desired tilt 
(0-45 degrees)

ò Ultra-adjustable for precise alignment on any 
surface

ò Rail channels provide excellent wire 
management

System Features Include

Snap in 
Hardware

Single Tool 
Installation

No Cutting 
or Drilling

Preassembled 
hardware

Easy 
Leveling

Integrated Wire 
Management

Integrated bonding UL 2703 Certified
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SERIES 200 TECHNICAL DATA

Materials

• 6000 Series aluminum

• Stainless steel

• Galvanized steel

Material Finish Silver anodized aluminum

Wind Loads 170 mph

Snow Loads 120 psf

Array Pitch Up to 45 degrees

Bonding 
Mid 

Clamp
242-02050

Universal End 
Clamp
242-02215

Bonding 
Adjustable 
End Clamp

242-02065

Bonding Pipe 
Clamp

242-09004

Aluminum Pipe Fittings

Wire
Management

Ballast Block
or Grade Beam

Copper Wire, Typ.

5/16" Stainless 
Split Lock Washer

5/16 - 18 X 1" 
Stainless Bolt

Ground Lug R, 
12-6 AWG
242-02101

Ground Rail
015-09839

SnapNrack Junction 
Box R 
242-01104

Snap-In Wire 
Retention Clip

232-01106

In Some Applications
Ballast Blocks or Grade

Beams are used instead
of Piers

Bonding
Channel

Nut

Mill Finish
Pipe Clamp

Stainless Steel 
Hardware

Studs in the Mid and 
End Clamps ensure 
they are electrically 

bonded to the Rail

Junction Box snaps directly 
in to the rail channel

An optional bolt and channel nut are provided
to secure the Junction Box to the Rail

Used to connect the horizontal, vertical, and 
bracing pipe members.

Flange Fittings may be
used instead of concrete
blocks or piers in some

applications

4-Wire Clamp 
(for DC module leads)

242-02102

or Trunk Cable Clamp 
(for AC microinverter 
leads)
242-02103

Pins in the 
Clamp bond 
the clamp to 
the module 
frame

System 
Grounding

Bonding Channel Nut
232-02009
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